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Bauder AL40 Edge
Retention/Drainage Trim

Alternative AL40 Edge Retention / Drainage
Trim Detail Available
See Alternative Detail Shown
(For Slopes Over 10° AL40 MUST BE USED)
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Additional layer of Bauder Cap
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AL40 Edge Trim
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Vegetation Barrier
(Suitable For Slopes up to 9°)

Vegetation Barrier
(Suitable For Slopes up to 9°)
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Vegetation Barrier
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AL40 Edge Retention / Drainage Trim to upstands

This detail provides an alternative option where the
vegetation barrier is undesirable.

AL40 edge retention/drainage trim can be applied
where XF301 sedum vegetation blanket terminates.
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AL40 Edge Retention/Drainage —_ Vegetation Barrier Option
} Trim Option
Internal Gutter to Clerestory Window Perimeter Kerb External Gutter Detail to Mansard Roof Soil Vent Pipe
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(As Seen From the Hopper) NOT TO SCALE Vegetation barrier
TWi n Kerb EXpanSion JOint Minimum 80mm deep & 300mm wide.

Width must be increased to at least 500mm
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AL40 Edge Retention/Drainage
Trim Option

Vegetation Barrier Option
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IMPORTANT NOTES:

1. This detail is suitable for the following Bauder Systems:
Bauder Total Green Roof System

Vegetation Barrier Bauderflex Green

(Suitable For Slopes up to 9°) 17 Thermofol and Thermoplan
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Upstand to Warm Pipe —
(Compatible with both AL40 trim option
and vegetation barrier option)

Upstand to Cold Pipe
(Compatible with both AL40 trim option
and vegetation barrier option)
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2. This Drawing Shows Alternative Options. For the Correct Solution to
100mm be Used, Refer to the Project Specific Specification.
/ oA QIUD()U\_(/)\J.: 4. All dimensions to be checked and verified on site prior to commencement of
work.
. 5. This drawing is to be read in conjunction with the specification and
A ., . B
/77, 5 U=\ IS 150mm - associated drawings.
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Alternative AL40 Edge Retention / Drainagg illustrate the correct application of the above Bauder System. It may be

Trim Detail Available necessary to modify this detail to suit specific project design constraints and
| See Alternative Detail Shown 7. Refer to the Bauder Specification for the product description and method of

L (FOI‘ Slopes Over 10° AL40 MUST BE USED) application. For clarity the method of attachment has not been shown.

i Latchways Base Plate leading edge of all upstand details in excess of 250mm in height using

Plan View - NTS appropriate fasteners.

3. Do not scale to ascertain dimensions.

6. This detail is a guideline only, representing typical detailing conditions and
\ conditions.

8. Provision should be made by the installer for mechanically fixing the top
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